FORT BENTON

PAVE SUB PAVEMENT STRENGTH
. SoIL SUBBASE BASE SURFACE
IDENT. | cLAss | GRADE | couRse COURSE COURSE OVERLAY MAX. GROSS LOAD (LBS) REMARKS
cLAss SINGLE | DUAL |DUAL TAN.
RUNWAYS
R—1 CBR=9 P iierid’l 6” P—208 3" P—401 2” P—401 | 16,000 2,3,4,5
T-1
(#—-#4 35x140)  EP
T-13
(#1—-#20 35'x145")
TAXIWAYS
T—1 CBR=9 Pr ¥ :ifrid’l 6” P—208 3" P—401 2” P—401 | 16,000 2,3,4,5
-2 CBR=9 Pr M Lxl? 6” P—208 3" P—401 P—608 12,500 2,3,4,5
s 4;;;3 T—4 CBR=9.4 |cforex FABRIC | 67 P—208 3" P-403 P—608 12,500 4,5
(#4—#6 57'x83") T-13 11" AGG 2" AC 1,5
-2 (#1-466 75'x65")
1—#3 35'x131.5
(#1-#3 35 ) APRONS
: T-13 A—1 CBR=9 Pr ¥ fapria-| 6~ P—208 3" P—401 2" P—401 [ 16,000 2,3,4,5
D §i§3‘§§2 ggzxggzg A-2 CBR=9 |ctorex FabRic| 67 P—208 5" P—401 16,000 5
— X
A—1 (#33—-#36 130’ EA.)
(#1-#20 50'x98")
}«3\/
REMARKS:
(#4—g6 35%1315) e 1. ORIGINAL AIRPORT CONSTRUCTION, PLUS SEVERAL REHABILITATION PROJECTS.
2. AIP—03, 1999, ALL NEW CONSTRUCTION NORTHEAST OF T-3.
3. AIP—004-2005, CRACK SEAL, FOG SEAL, AND REMARK.
4. AIP—007-2009, CONSTRUCT TAXIWAY (T—4); CRACK SEAL, FOG SEAL, AND REMARK.
5. AIP—010-2015, CRACK SEAL AND OVERLAY RUNWAY (R—1), TAXIWAYS (T—1,T—12), AND APRON (A—1); CONSTRUCT APRON
EXPANSION (A—2); CRACK SEAL AND SEAL COAT TAXIWAYS (T—2,T—4); REMARK PAVEMENTS.
_ NON—AIP WORK: PULVERIZE AND PAVE TAXIWAY (T—13).
= LEGEND DATE OF PAVEMENT MONTANA AVIATION SYSTEM PLAN
(#6-#9 35%140) T-13 B 2003 SURVEY AREA STRENGTH SURVEY: 2015 UPDATE - PAVEMENT CONDITION INDEXES
Bl 2006 SURVEY AREA EVALUATED BY: FORT BENTON AIRPORT
2009 SURVEY AREA (795)
N 2012 SURVEY AREA DATE OF MOST
RECENT PAVEMENT AUG 22’ 2012 Date: Prepared For: Prepared By:
— e &%Tssgg%% AREA CONDITION SURVEY:
DECEMBER MONTANA
250 500 ] MAINTAIN: PCl > 60 EVALUATED BY: S. BROWN 2015
[] TRANSITION: PCl 45 TO 60 FORT BENTON m
(Feet) D1 RECONSTRUCT: PCI < 45 LOCATION: MONTANA DEPARTMENT OF TRANSPORTATION Nywar




