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BRIDGE APPROACH SECTIONS (Revised 8-8-03)
Description.  Install new bridge approach sections as shown on the plans, Detailed Dwgs. No. 606-24A, 606-24B, 606-25A or No. 606-25B, as applicable, and as described.
[bookmark: Text1]Construction Requirements.  Remove existing bridge end rail posts and replace.  Remove all non-standard approach sections entirely (including curb tapers, existing posts, terminal connectors and guardrail sections).  Salvage and stockpile all removed metal guardrail sections and hardware to the       Maintenance Yard to the location designated by the Maintenance Section Supervisor.  Fill holes resulting from removal of existing posts.  Reconstruct roadway shoulder as necessary to meet the requirements of Detailed Dwgs. 606-24A, 606-24B, 606-25A or No. 606-25B, as applicable.  A deviation of one-half a post width is allowable in the spacing of the installed posts.  Any other deviation from the plans, Detailed Drawings or these special provisions is not acceptable.  Install the bridge approach rail continuous with the bridge rail.
Materials.  Use all new materials.
Method of Measurement.  A complete Bridge Approach Section consists of the following:
7.620 m (25 feet) of guardrail with 3.810 m (12 ft.- 6 in.) being a double rail section and all associated mounting hardware
New terminal connectors
All posts and blockouts required as shown on Detailed Dwgs. 606-24A, 606-24B, 606-25A or No. 606-25B, as applicable.
Curb taper (includes all dowels, reinforcing steel and concrete)
[bookmark: Text2]Basis of Payment.  Payment is at the unit price bid for Guardrail - Steel/Bridge Approach -      .  Include all costs associated with providing all materials, labor and tools necessary to complete the work.  All necessary reconstruction of the roadway shoulders is paid for in other items (see road plans).
[bookmark: _GoBack]the costs of other items.
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